
Michelin X® Tweel™  UTV 
airless radial tire
for all-terrain and  
Utility-terrain vehicles

REASONS TO BUY
	✔ Designed specifically for difficult environments 
and conditions where vehicles are exposed 
to rugged roads, jagged terrain and other 
elements hostile to ordinary tires.

	✔ Full width Polyresin spokes help dampen the 
ride for enhanced operator comfort, while 
providing outstanding lateral stiffness, excellent 
cornering and side-hill stability. 

	✔ Low pressure contact patch helps provide 
outstanding off-road traction.



MSPN 75085  
& 82599

MSPN 68495,  
67693, 65492,  
64998 & 03488

MSPN 21709 
& 29242

MSPN 49265 
& 10545

AVAILABLE IN SIZES TO FIT A WIDE RANGE OF MACHINES. FOR MORE DETAILS 
PLEASE REFER TO THE ONLINE FITMENT GUIDE AT TWEEL.MICHELINMAN.COM

MSPN CAI
 

Description Common Fitments Size
Max 
Load

Max 
Speed

Bolt 
Pattern

True 
Offset

Industry Offset/ 
Backspace

Center 
Hole Dia.

Bolt Hole 
Dia. Weight

68495 316179 X TWEEL ATV Honda ATV 26x9N14
506 lbs 50 mph

4x110 mm +45 mm 5+2
2.7 in

13 mm
50 lbs.

230 kg 80 kph 68.5 mm 22.7 kg

67693 698296 X TWEEL UTV Honda, Kubota RTV 26x9N14 
69J

715 lbs 62 mph
4x110 mm +52 mm 6+1

2.7 in
13 mm

57 lbs.

325 kg 100 kph 68.5 mm 25.7 kg

65492 396708 X TWEEL UTV Artic Cat, Textron,  
CAT CUV 

26x9N14 
69J

715 lbs 62 mph
4x115 mm +52 mm 6+1

2.7 in
13 mm

57 lbs.

325 kg 100 kph 68.5 mm 25.7 kg

75085 278044 X TWEEL UTV Most Polaris, Kawasaki 
Mule Pro 800

26x9N14 
69J

715 lbs 62 mph
4x156 mm +30 mm 4+3

5.2 in
13 mm

50 lbs.

325 kg 100 kph 132 mm 22.7 kg

21709 421944 X TWEEL UTV

Most Can Am; Kawasaki 
Teryx, Mule 4010; John 

Deere XUV 590; Yamaha, 
Arctic Cat, others

26x9N14 
69J

715 lbs 62 mph

4x137 mm +48 mm 5+2

4.4 in

14.3 mm

50 lbs.

325 kg 100 kph 112 mm 22.7 kg

49265 593299 X TWEEL UTV
John Deere XUV 835 and 

others; ARGO, General 
Dynamics

26x9N14 
69J

715 lbs 62 mph
5x4.5" +25 mm 4+3

3.13 in
13 mm

50 lbs.

325 kg 100 kph 79.5 mm 22.7 kg

26x9N 14 Size

Note: All UTV/ATVs use 60º / Conical / Tapered Lug Nuts.
Product measurements are subject to change and are listed here for your convenience. 
Please see your Michelin representative for up-to-date data.
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Description Common Fitments Size
Max 
Load

Max 
Speed

Bolt 
Pattern

True 
Offset

Industry Offset/ 
Backspace

Center 
Hole Dia.

Bolt Hole 
Dia. Weight

64998 199685 X TWEEL UTV Honda, Kubota RTV 26x11N14
1323 lbs 62 mph

4x110 mm +35 mm 6+4
2.7 in

13 mm
79 lbs.

600 kg 100 kph 68.5 mm 35.8 kg

03488 417016 X TWEEL UTV Artic Cat, Textron,  
CAT CUV 26x11N14

1323 lbs 62 mph
4x115 mm +35 mm 6+4

2.7 in
13 mm

79 lbs.

600 kg 100 kph 68.5 mm 35.8 kg

82599 842835 X TWEEL UTV Most Polaris, Kawasaki 
Mule Pro 800 26x11N14

1323 lbs 62 mph
4x156 mm +42 mm 7+3

5.2 in
13 mm

79 lbs.

600 kg 100 kph 132 mm 35.8 kg

29242 094026 X TWEEL UTV

Most Can Am; Kawasaki 
Teryx, Mule 4010; John 

Deere XUV 590; Yamaha, 
Arctic Cat, others

26x11N14

1323 lbs 62 mph

4x137 mm +35 mm 6+4

4.4 in

14.3 mm

79 lbs.

600 kg 100 kph 112 mm 35.8 kg

10545 812358 X TWEEL UTV
John Deere XUV 835 and 

others; ARGO, General 
Dynamics

26x11N14
1323 lbs 62 mph

5x4.5" +40 mm 7+3
3.13 in

13 mm
79 lbs.

600 kg 100 kph 79.5 mm 35.8 kg

26x11N 14 Size

Use of incorrect mounting hardware can lead to separation of the 
TWEEL from the vehicle, loss of control, and serious injury or death




